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The Fire Door with the 


core 


The Owens-Illinois B-Label Fire Door offers a new standard of 
beauty and stability with a one-hour fire rating from Under¬ 
writers’ Laboratories, Inc. 

DIMENSIONAL STABILITY—Kaylo core fire doors will not 
warp, swell or shrink, even when subjected to extreme condi¬ 
tions of heat or cold, dampness or dryness. 

INSULATION VALUE—Weather-stripped Owens-Illinois fire 
doors insulate more effectively than ordinary doors. 

LIGHTWEIGHT, STRONG—A standard Owens-Illinois Fire 
Door weighs but 78 pounds (3.5 ^/sq. ft.) but can support an 
8,000-pound distributed load. Deflection is one-half inch when 
loaded, none when unloaded. 

HANDSOME APPEARANCE—Unless otherwise specified, all 
Owens-Illinois fire doors are faced with birch veneer, combining 
the richness and durability of birch grain with rated fire pro¬ 
tection. 

APPLICATIONS—Owens-Illinois Fire Doors are labeled by 
Underwriters’ Laboratories, Inc. for use in B and C openings. 
They may be installed in stairways, room entrances, fire escape 
openings, corridor entrances and exits in hospitals, schools, 
office buildings and commercial establishments. Owens-Illinois 
Fire Doors are also suitable for private residences, particularly 
at basement exits and between house and garage. 

KAYLO is the trademarked name of Owens-Corning Fiberglas 



Corporation, for a lightweight calcium silicate, completely 
inorganic. It does not burn, is rot-proof and vermin-proof; 
resists water and termites. Kaylo core material has a nominal 
density of 20 pounds per cubic foot and is sturdy enough to 
withstand the most severe service including repeated slamming. 


The metal label on the hinge side of every Owens-Illinois Fire 
Door attests to a one-hour fire rating for Class B and C open¬ 
ings by Underwriters’ Laboratories, Inc. 



A. Rails: birch or 
maple, top Vi" 
thick. Bottom 
rail IVi" thick 
(two laminated 
pieces). 

B. Core: inorganic 
KAYLO sec¬ 
tions, closely fit¬ 
ted. 

C. Stiles: thick, 

birch or maple. 

D. Faces: two-ply 
standard thick¬ 
ness face veneers. 


SIZES 

2/6 X 6/8 
2/8 X 6/8 
3/0 X 6/8 
3/2 X 6/8 
3/4 X 6/8 
3/6 X 6/8 
3/8 X 6/8 
4/Ox 6/8 
2/6 X 7/0 
2/8 X 7/0 
3/0 X 7/0 
3/2 X 7/0 
3/4 X 7/0 
3/6 X 7/0 
3/8 X 7/0 
4/0 X 7/0 


Owens-Illinois B- 
Label Fire Doors 
are available in two 
grades: Colonial 
Birch (select red or 
white) and New 
Englander(A 
Grade) Birch. Fancy 
faces and sound 
grade are also avail¬ 
able. 


SPECIFICATIONS: 


1. GENERAL—All doors shall be Owens-Illinois B-Label Fire 
Doors labeled by Underwriters’ Laboratories, manufactured by 
Owens-Illinois Plywood Company, North Troy, Vermont. Doors 
shall be manufactured to rigid specifications of Underwriters’ 
Laboratories and shall be covered by a lifetime guarantee. 

2. CORE—The core shall consist of closely fitted sections of 
inorganic KAYLO (calcium silicate), assembled with tongue 
and groove edges as prescribed by Underwriters’ Laboratories, 
Inc. 

3. DOOR RAILS—Rails shall consist of birch or maple lumber 
treated with Protexol Class “A” or Koppers, Inc. “Non-Com” 
fireproofing agents. 

4. STILES—Stiles shall be joined to rails and core with fire 
resistant glue and shall consist of strips of birch or 
similar hardwood specified by Underwriters, treated with Pro¬ 
texol Class “A” or Koppers, Inc. “Non-Com” fireproofing agents. 


5. FACE VENEERS—Face veneers shall be standard thickness 
1/28" or 1/24" (depending on species) sliced or rotary—cut 
domestic or foreign woods, thoroughly kiln dried and laid with 
the grain at right angles to the crossbands. 

6. CROSSBANDS—Crossbands shall be thoroughly kiln dried 
hardwood 1/16" thick extending the full width of the door, and 
laid with the grain at right angles to the face veneer. 

7. ADHESIVES—Crossbands and faces shall be bonded to the 
core with waterproof glue and the entire core shall be sized on 
both sides to assure a perfect bond. Stiles and rails shall be 
bonded together and to the core with water resistant glue. 

8. GLAZING—Standard vision panel openings 10" x 10" and 
8" x 12" available. 

9. PAINTING AND FINISHING—Whenever required, specify 
factory finishing. 




































Specifications for instaiiing Owens-Illinois 

Fire Doors 




DOOR FRAMES—All Owens-Illinois B-Label Fire 
Doors shall be installed in listed and labeled metal frames- 
14 gauge for openings over 3'6"; 16 gauge for openings 
3'6" and under. 

FITTING—Maximum clearance for Owens-Illinois Fire 
Doors shall be 1/16"at the sides and top and 3/16" at the 
bottom. Never trim top rail. In fitting for height, always 
trim from bottom edge but never reduce height more than 
Ya Door should not be cut down in height or width to 
fit a smaller opening than the size for which door was 
manufactured. 

CAUTION—Underwriters’ label must remain on door 
at all times. The label is placed one third (Vs) of total 
height from top of hinge stile. There shall be no trimming 
on this edge. Installed door must always have label at 
the top. 

HANGING—Owens-Illinois Fire Doors shall be pro¬ 
vided with steel full-mortise butt-type hinges, not less 
than 4Vi" x 4Vi" and 0.134 in thickness. Leaf of hinge 
to be applied to door and secured with I 14 " x 12-gauge 
flat head self-tapping sheet metal screws. Holes for 
screws shall be drilled no deeper than three fourths (Ya) 
of an inch. Steel half-surface hinges are secured by bolting 


through the door with grommet screws, sleeve nuts, or 
through bolts (see illustration). Half-surface hinges shall 
be 4Vi" X 4i/i" and of 0.134 gauge steel. Doors larger 
than 5'0" require three hinges. Doors 5' and under 
require two hinges. 

LOCKS—The tubular lock set is installed on the lock 
stile side by boring two (2) holes as illustrated and secur¬ 
ing in position. The latch bolt is to have not less than Vi " 
throw. Schlage Heavy Duty (D51PD-34") or equivalent 
recommended. 

The mortise type of lock set with throw on bolt is 
also listed by Underwriters’ Laboratories, Inc. If used, 
however, great care should be exercised to remove only a 
minimum of the KAYLO core when installing. 

CLOSERS—External door closers must be installed with 
through-bolts. Closers with through-bolts are standard 
items with several hardware manufacturers. 

Russwin “400” semi-concealed door closers and LCN 
No. 303 concealed door closers are also listed by Under¬ 
writers’ Laboratories, Inc. Consult hardware manufac¬ 
turers’ catalogs for finishes and any additional information. 
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Tubular Lock Set 


Mortise Lock Set Half-Surface Hinge 


Full-Mortise Hinge 


Door Closer 


Owens-Illinois 

PLYWOOD COMPANY 
NORTH TROY. VERMONT 


"Owens-Illinois Plywood Company unconditionally guarantees, for the life of the installation, 
that this door is free from manufacturing defects, and if properly installed and finished accord- 
ingto manufacturer's instructions will not warp or twist. Should this door fail to meet 
this guarantee, Owens-Illinois Plywood Company will replace it, free of charge, including 
cost of hanging and refinishing. 


DOOR DESCRIPTION 


Owens-Illinois 

Plywood Company 


Address _ 

City and State- 


Door Registration Number (s). 


Oate of Certificate. 


FACTORY MANAGER 
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Owens-Illinois D-S* Fire Resistant Doors 


with famous 



Lightweight... Sound Resistant. . .Guar¬ 
anteed Owens-Illinois D-S* Fire Resistant 
Door is a lightweight fire and sound resist¬ 
ant door with the same mineral core used 
in Owens-Illinois B-Label Fire Doors. It 
carries the same lifetime guarantee. 

The inorganic KAYLO core is rot-proof 
and vermin-proof, permanently resistant 
to termites and water. In addition to low 
heat transmission characteristics, the 
Owens-Illinois D-S door effectively reduces 
sound transmission when properly in¬ 
stalled. 

It has greater fire resistance and insulation 
value than a conventional solid wood core 
door and is lighter in weight. 

Owens-Illinois D-S Doors are suited for 
use as interior and exterior doors for 
hospitals, schools, offices, where fire re¬ 
tarding doors are desirable but not speci¬ 
fied. They are especially suited for instal¬ 
lation in private residences for basements, 
utility rooms, to contain possible fires and 
for bedrooms to reduce sound transmis¬ 
sion. In residences where the garage is 
attached to the house, Owens-Illinois D-S 
doors provide adequate fire protection. 

Doors are available factory pre-finished or 
pre-sealed (see page six for details of pre¬ 
finishing and pre-sealing processes). 



* Dimensionally Stable 


A. Rails: 3%" x 

pine, fir, 
or equal species. 

B. Core: inorganic 
KAYLO sec¬ 
tions, closely fit¬ 
ted. 

C. Stiles: IVi" x 
1 ^% 4 " pine, fir 
or equal species. 

D. Faces: two-ply 
standard thick¬ 
ness face veneers. 

E. Lock Blocks: 
36" long, 3" 
wide. 


SIZES 

2/6 X 6/8 
2/8 X 6/8 
3/0 X 6/8 
3/2 X 6/8 
3/4 X 6/8 
3/6 X 6/8 
3/8 X 6/8 
4/Ox 6/8 
2/6 X 7/0 
2/8 X 7/0 
3/Ox 7/0 
3/2 X 7/0 
3/4 X 7/0 
3/6 X 7/0 
3/8 X 7/0 
4/0 X 7/0 


Owens-Illinois D-S 
Doors are available 
in two grades: CO¬ 
LONIAL BIRCH 
(select red or white) 
and NEW ENG¬ 
LANDER (“A” 
Grade) BIRCH. 
Fancy faces and 
sound grade can be 
quoted and supplied 
on request. Other 
standard door sizes 
are also available. 


SPECIFICATIONS: 


All doors shall be five-ply fire retarding doors manu¬ 
factured by Owens-Illinois Plywood Company. Doors 
shall be covered by a lifetime guarantee and shall be 
standard sizes and thicknesses. 

STILES—Stiles shall be made of western pine, white 
fir or equal species. Matching edges will be supplied 
on request. Finished dimension of stiles will be D/i" 
wide and shall be joined to the core with fire resistant 
glue. 

RAILS—shall be of western pine, white fir or equal 
species. Dimension shall be 3%"wide. Matching hard¬ 
wood rails can be supplied on request. 

LOCK BLOCKS—Lock Blocks shall be 36" long, 
centered in the length of the door. Lock blocks shall 
be 3%"wide. Two lock blocks shall be supplied, one 
on each side. 


CORE—Core shall consist of closely fitted sections of 
inorganic Kaylo (calcium silicate) assembled with the 
door frame. Kaylo is a lightweight high temperature 
insulating material possessing a high resistance to the 
passage of heat. It is dimensionally stable and strong. 

CROSSBANDS—Crossbands shall be thoroughly kiln 
dried hardwood 1/16" thick, extending the full width 
of the door and laid with the grain at right angles to 
the face veneer. 

FACE VENEERS—Face veneers shall be standard 
thickness (1/28" or 1/24" dependent on species) sliced 
or rotary cut domestic or foreign woods, thoroughly 
kiln dried and laid with the grain at right angles to 
the crossbands. 

ADHESIVES—Crossbands and faces shall be bonded 
to the core with water resistant glue. 




















Now Owens-Illinois adds protection-with-vision to its line of 
B-Label Kaylo-core fire doors. 

VISION PANEL DOOR WITH ONE-HOUR RATING— 
Already recognized for natural wood beauty, dimensional 
stability, high insulating properties and lightweight strength, 
Owens-Illinois B-Label Fire Doors are now available with 
100 square inch light openings. Standard vision panel open¬ 
ings are 10" x 10" and 8" x 12". Other sizes are available 
upon request. 

CHOICE OF FINISHES—These B-Label Vision Panel Fire 
Doors have all the properties and advantages of the present 
Owens-Illinois B-Label Fire Door, including availability of 
fancy finishes as well as the standard two grades: Colonial 
Birch (select red or white) or New Englander (A Grade) 
Birch. Other species and grades available upon request. 

PROTECTION WITH VISIBILITY—Heavily-traveled en¬ 
trances, exits, corridors and stairways in hospitals, schools, 
office buildings, public eating and gathering places and other 
commercial establishments are all suitable areas for Owens- 
Illinois B-Label Fire Doors with Vision Panels. 

LIFETIME GUARANTEE BY OWENS-ILLINOIS: Owens- 
Illinois covers its new Vision Panel Fire Doors with the same 
lifetime guarantee backing given its other fire doors (see 
inside). 


Section through opening 



INSTRUCTIONS FOR 
GLAZING VISION PANELS 

1. Vision panels are supplied separately or installed in 
Owens-Illinois B-Label Fire Doors. Required wire glass 
is not supplied, and glazing will be by others. Metal frames 
must be partly removed for glazing. 

2. Lay door on fiat surface with slotted side of grommet 
screw facing up. Remove male portion of grommet screw 
and lift out top section of frame. Female portion of grommet 
screws and lower section of frame will remain in place. 

3. Apply glazing compound to glass retaining edge of lower 
section of frame. 

4. Position the 14" wire glass in the glazing compound on 
the lower frame. 

5. Apply rolled glazing compound around external edges of 
glass. 

6 . Replace the top section of frame, insert male portion of 
grommet screws and tighten with screwdriver until tight. 

7. Remove excess glazing compound squeezed out with putty 
knife. 



A.I.A. File 19-E-1 























































Owens-Illinois 

Plywood for Flush Doors 
Is available In ... 


AND 


including pastels 


The beautiful natural wood finishes shown here are available as 
facings for doors that demand a special touch. While the Owens- 
Illinois B-Label fire door ordinarily is faced with Colonial or New 
Englander Birch, you can choose from hardwood veneers of oak, 
cherry, walnut, Philippine or African mahogany, and pastel green, 
blue, red or yellow. 

FACTORY PRE-FINISHED DOORS—All Owens-Illinois Ply¬ 
wood Company doors can be obtained pre-finished at the factory. 
Pre-finished doors require only installation. 

The granite-like toughness of these finishes preserves the true wood 
beauty for a lifetime, and doors can be finished in various shades 
for particular architectural specifications. 

Owens-Illinois pre-finished doors are packaged to protect the finish 
during shipment. 

FACTORY PRE-SEALED DOORS—All doors made by Owens- 
Illinois may be obtained pre-sealed from the factory. The exclusive 
PB-101 and PB-202 processes can SAVE UP TO 75% OF FIN¬ 
ISHING COSTS on the job. 

PB-101—After sanding, a fine, top-quality sealer is applied as a 
first coat to face veneers. This process fills the larger pores and 
surface irregularities and renders the surface non-absorptive for 
liquids in coating materials. As a final step, faces are sanded with 
a very fine grade sandpaper that removes raised grain and levels 
fibers, rooting them in the sealer coat. 

PB-202—New this year, this exclusive Owens-Illinois process offers 
another sealer coat in addition to the PB-101 finish. This coat, 
plus fine sanding, provides even more protection and easier finish¬ 
ing on the job. 

OTHER OWENS-ILLINOIS PLYWOOD COMPANY PROD¬ 
UCTS. Pre-Finished Paneling • Easy-to-Install Partitions • Door 
Skins • Bleached Panels 


RODDIS PLYWOOD CORPORATION 

SUCCESSOR TO 

OWENS-ILLINOIS PLYWOOD COMPANY 
NORTH TROY, VERMONT 
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